ATOM -9

FULLY AUTOMATIC
RIDE-ON THERMOPLASTIC
ROAD MARKING MACHINE

PHYSICAL CHARACTERISTICS = PNEUMATIC CONTROL PANEL

Dimension  : L-3000 x W-1500 x H2100 Elegantly designed control panel with labelled
Weight . Dry Weight 1000 Kg Approx] :aeutz?antsorts&pnaeﬁmeastically control all pressure
Work Output : 100m?/hour [In standard road 9 gauges.

condition] m ELECTRONIC SKIP-LINE DEVICE

Imported Sweden make unit suitable for
screed application water proof control panel
equipped with raised buttons each having its
own symbol for ease of operation. The
marking operations can be pre-programmed.
Both automatic & manual operation is
possible. Automatic pre-marking regulation
for cycle beginning & stop, by pressing just
one button. Display for line length, gap, road
speed & total marking distance.

= ENGINE
Electric start, Petrol-Run, Briggs & Stratton,
13HP At 3600 RPM, Motor Restricted. Air
Cooled Engine.

m CHASSIS
Strong & stable welded profile frame
construction of 50 mm RHS. Motor & hydraulic
pump mounted in one unit but separated from

chassis frame. m AGITATOR TRANSMISSION
. TRANSMISSION Imported high torque hydraulic driven motor

) with motor shaft, safety valve & on-off valve.
Imported heavy duty hydrostatic pump to Reversible mixing arrangement.
produce 0-5 Km/Hr marking speed, Smooth
start & stop, directly connected with High

) = SCREED SHOE
Torque hydraulic motor.

Specially designed and made of durable
material with strong carbide tips for sharp and
accurate Centre Line & Edge Line etc.
Availablein10cm &15cm.

= AIR COMPRESSOR
Imported maintenance free twin cylinder, light
weight air cooled compressor with 330
Ltr/Min air producing capacity, With silencer,
air safety valve & air storage tank.

"Above specifications and features are subject to updation, alteration, addition or omission.
* aui_mark reserves all rights and free will for innovation of its products"”
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m GLASS BEAD DISPENSER

Available in 10cm & 15cm width of marking.
The unit is calibrated for minimum discharge
of glass beads @ 250 gms/sgm. Linked with
machine wheels via chain drive resulting
constant dispensing of glass breads

irrespective of machine speed.

m SCREED LIFTING

Easily controlled from the control panel.
Mechanically operated by pneumatic cylinder.

m DRIVING HYDRAULIC MOTOR

Heavy duty hydraulic motor separately fitted
with transaxle flexible coupling to have

smooth and sound free drive.

m STEERING

Heavy duty Rack & Pinon system steering
reducing strain on operator & producing
straighter markings and smoother curves.
Lowest turning radius and excellent

manoeuverability.

= MATERIAL TANK

300 Ltr capacity. Vertically agitating arm and
pneumatically controlled opening/ closing

gate.

m GLASS BEAD TANK

40 Kg capacity. Located behind the operator
set for ease of monitoring availability and

refilling.

= HYDRAULIC OIL TANK
50 Ltr. capacity with suction filter.

FUEL TANK
7 Ltr. capacity with filler filter.

DRIVER SEAT
Imported comfortable adjustable low back
driver seat.

POINTER
Turnable with wheels.

CANOPY

Sturdy canopy to protect and reduce the
sound of Engine, Mounted between Engine
and LPG cylinder.

TYRES
Heavy duty pneumatic tyres gives smooth
driving and balancing of machine.

BEAM
Heavy duty beams

HEATING SYSTEMS
LPG supplies through heavy duty burners
under the tank, screed box and hand torch.

SUNROOF
Can be removed & fixed during movement of
machine (Loading & unloading)

SAFETY
Suitable temperature gauges provided
separately for paint tank. Two fog lamps on
front side and side indicators on the front &
rear side.

"Above specifications and features are subject to updation, alteration, addition or omission.
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T-4: HAND-PROPELLED
THERMOPLASTIC ROAD
MARKING MACHINE

PHYSICAL CHARACTERISTICS:
Dimension : L- 1200 x W- 840 x H-1200mm
Weight : Dry Weight 100 kg [Approx]
Thermoplastic Tank Capacity : 100 kgs
Glass Bead Capacity : 25 kg

m HEATING SYSTEMS
LPG supply through heavy duty ring type

discharge of glass beads @ 250 gms/Sqg.m.
Linked via chain drive from wheels of the

burners for material tank and screed box.
Hand torch provided for safe lighting of
burners.

MATERIAL TANK

Stainless Steel (SS-304) tank to avoid
corrosion. Agitator with vertically mounted
agitating arm. The material tank is provided
with a outer jacket fitted with dial type
temperature gauge 0°C to 400°C to maintain
the uniform temperature of the material.

SCREED SHOE
Available in 10 cm and 15 cm widths. Made up
of Special Steel.

GLASS BEADS DISPENSER
Made up of SS-304 & comesin10cm & 15 cm
width. The unit is adjusted for minimum

machine hence quantity of dispensed glass
beads is constantirrespective of speed of the
machine, thereby assuring constant quantity
of beads every time at any marking speed.

GLASS BEADS STORAGE
A box with window to keep watch on quantity
availablein the box.

LOCKABLE REAR CASTOR
Straight track locked position or 360 degree
swivel.

POINTER GUIDE

Front mounted pointer guide adjustable
according to laying shoe size.

"Above specifications and features are subject to updation, alteration, addition or omission.
aui_mark reserves all rights and free will for innovation of its products"
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HEATING SYSTEMS

LPG supply through heavy duty ring type
burners for material tank screed box. Hand
torch provided for safe lighting of burners.

MATERIAL TANK

Stainless Steel (SS-304) tank to avoid
corrosion. Agitator with vertically mounted
agitating arm. The material tank is provided
with a outer jacket fitted with dial type
temperature gauge 0°C to 400° C to maintain
the uniform temperature of the material.

SCREED SHOE
Available in 10 cm and 15 cm widths. Made up
of Special Steel.

GLASS BEADS DISPENSER
Made up of SS-304 & comesin10cm & 15 cm
width. The unit is adjusted for minimum

T-5: HAND-PROPELLED
THERMOPLASTIC ROAD
MARKING MACHINE

PHYSICAL CHARACTERISTICS
Dimension: L-1360 x W- 840 x H-1400mm
Weight: Dry Weight 145 kg [Approx]
Thermoplastic Tank Capacity: 125 kgs
Glass Bead Capacity: 25 kg

discharge of glass beads @ 250 gms/Sqg.m.
Linked via chain drive from wheels of the
machine hence quantity of dispensed glass
beads is constantirrespective of speed of the
machine, thereby assuring constant quantity
of beads every time at any marking speed.

m GLASS BEADS STORAGE
A box with window to keep watch on quantity
availablein the box.

m LOCKABLE REAR CASTOR
Straight track locked position or 360 degree
swivel.

m Front mounted pointer guide adjustable
according tolaying shoe size.

"Above specifications and features are subject to updation, alteration, addition or omission.
* aui_mark reserves all rights and free will for innovation of its products"”
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LINE REMOVAL
MACHINE

PHYSICAL CHARACTERISTICS:

For Machine:

Dimension: L-1700 X W-800 X H-1200 mm
Weight: 185 Kg (Approx)

For Pusher:

Dimension: L-1500 X W-800 X H-1200 mm.
Weight: 150 Kg (Approx)

= GRINDER
8 Point 120 Nos. wheels with carbide pointer,
horizontal drive axle with twin sealed bearings
12 off Rotating cutter segment with 80 off

m LINE REMOVAL MACHINE

This Is the contractor's choice for all-round
scarifying jobs including Parking lot lines,
intersection markings, construction zone and
sidewalk smoothing. With the optional
Propelling system its productivity is
unmatched and means you can get more work
done every day without the fatigue from
walking.

OPERATION

The Line Removal Machine is designed to
remove all types of markings on horizontal
concrete or asphalt surface. The machine is
designed to be operated by a single operator
positioned at the back of the unit or in
conjunction with the Propeller.

ENGINE

Honda GX 300 Horizontal shaft Petrol engine.
Smart choke easy start system. More than
enough power to remove profile markings in
one pass.

TRANSMISSION
Twin section vee belts to isolate engine shaft.

tungsten carbide cutters on each segment 2
off sealed bearing units.

CONTROL

Cutter lowering adjustment hand operated
wheel, on handle for five depth control of
cutter for smooth finishing.

CHASSIS
Sturdy 50x25mm Steel Section Pipe with two
front Casting Wheels of 150mm diameter and
two rear Pneumatic Wheels of 300mm
diameter.

APPLICATION

All purpose removal of paint, epoxy, and
thermoplastic road markings, Airport
Markings, bump-smoothing and anti-slip
grooving.

"Above specifications and features are subject to updation, alteration, addition or omission.
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VERTICAL PRE-HEATER
FOR THERMOPLASTIC
ROAD MARKING
MATERIAL

Capacity 250 kgs

m Oil jacketed single container of 250 kg & 500 m Removable discharge chute of proper length
Kg Capacity. to facilitate easy transfer of melted material
m Heating System: LPG supply through heavy from preheater to applicator.
duty ring type burners for material. m Discharge shutters easily operated by the
m Heavy duty continuous operation capacity of operator from ground.
10 hours. m Safetooperate.
m Sturdy steel body fitted with temperature
meters.

SPECIFICATIONS
Sr. No.| Capacity 250 kgs Capacity 500 kgs
1 Length - 1700 mm Length - 2000 mm
2 Width - 1100 mm Width 1200 mm
3 Height 1600 mm Height 17700 mm
4 Net Weight - 650 kg Net Weight - 800 kg
5 Topland Engine - 5 hp Topland Engine - 7.5 hp
6 Gear Box 3 NU Gear Box 3 NU
7 Heating Oil 60 Itr Heating Oil 80 Itr
8 :—|igh Temperature Sustain | High Temperature Sustain Capacity 500 kgs
nsulated Outer Body Insulated Outer Body

"Above specifications and features are subject to updation, alteration, addition or omission.
* autmark reserves all rights and free will for innovation of its products”
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AIRLESS SPRAY
ROAD MARKING
MACHINE

DIMENSIONS : L-1500 X W-1000 X H-1020 mm
WEIGHT : 125 Kg (without guide bar)

Constructed on the reliable and robust
chassis the cold paint airless version is a very
economical choice. This Handpush Machine
is highly maneuverable. The machine is
versatile for small city works to major road
projects. The option of 2 spray guns also
makes the machine suitable for wider
marking. As with all equipment there are no
complicated controls making it very user
friendly and very reliable.

CHASSIS

All steel welded hollow section with 1 front
rubber tyred wheel & 2 rear rubber tyred
wheels. Adjustable height handle bar with
driving controls and paint gun controls.

ENGINE
Honda GX 200 (6.5 HP)

PAINT PUMP AND GUNS

8.5 Liter/Minute @228 Bar/3306 PSI Piston
pump operated from engine & hydraulic gear
pump adjustable flow outlets 2 numbers

airless paint guns to apply between 10 and 20
cm wide line suitable for spraying solvent &
water borne paints

GUIDANCE
Front mounted guide bar adjustable to suit
lines.

FINISH

m Primer undercoat and gloss finish To
customers preference.

m Automatic skip-line controller for broken line
marking.

m Exceptional difference compared to any
available machine, engine speed controlon
handle, laser guidance.

m Light for night time marking, gun on-off
controller on handle.

OPTIONAL
Glass beads dispenser with air blower
system.

"Above specifications and features are subject to updation, alteration, addition or omission.
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